STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION o GENERAL NOTES
Existing reinforcement bars extending into the removal area shall be cleaned,

straightened and incorporated info the new construction. Any reinforcement bars

that are damaged during concrete removal shall be replaced with an approved bar
splicer or anchorage system. Cost included with Concrete Removal.

Joint openings shall be odjusted according to Article 520.04 of the Std, Specs.
when the deck is poured at an ambient temperature other than 50° F.

Prior to pouring the new concrete deck, all heavy or loose rust, loose mill scale,
and other loose or potentially detrimentol foreign material shall be removed from the
surfaces in contact with concrete. Tightly adhered paint may remain unless otherwise
noted. Removal shall be accomplished by methods that will not damage the steel and
the cost will be included in the pay item covering removal of the existing concrefe.

The existing structural steel coating contains lead. The Contractor shall take
appropriate precautions fo deal with the presence of lead on this project.

6’9 CMP Pipe
(See Detail this sheet)

ELEVATION Reinforcement bars shall conform to the requirements of ASTM A 706 Gr 60.
N“zh-—z See Special Provisions.
Reinforcement bars designated (E) shall be epoxy coated.

Plan dimensions and details relative to existing plans are subject to nominal
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: ’ ) ' additional compensation for a change in scope of the work, however, the Contractor
TIERTTT will be paid for the quantity actually furnished at the unit price bid for the work.

The deck surface shall have its final finish tined according to Article 420.09(e)!)
of the Standard Specifications. Cost included with Concrete Superstructure.
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ABUTMENT DRAIN PIPE DETAILS
N Cost of all materials and labor required to
S § complete the work as indicated is included in
T |8 im S the unit price per foot for Bridge Abufment
'E? N s4- 00 S1EN Drain Pipe (6”).
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% - Structural Repair of Concrete (<5°) TOTAL BILL OF MATERIAL
ITEM UNIT | QUANTITY
Concrete Removal Cu Yd| 42.3
i Concrete Superstructure Cu. Yd| 42.3
J Preformed Joint Sirip Seal Foot 283
30" x 12° x 2 Reinforcement Bars, Epoxy Codfed Pound | 5020
Bar Splicers Each 56
*| Protective Coat Sq. Yd.i 10L5
Slopewall Slurry Pumping Sq. Yd. 54.0
Structural Repair of Concrete (£5”) Sq. Fi. 2.0
Bridge Abutment Drain Pipe (67) Foot 78

* 0On new concrete only
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